
TMMDG25 
MOBILE GENERATOR



DEEP SEA® DSE7310 MKII 
CONTROLLER

COMPACT & MANEUVERABLE
• Compact size saves space on the job site

• Small cabinet allows for 10 units on a flatbed truck

• Central lifting allows for ease  
of loading and unloading

• Weighs under 3,000 lbs to allow for easy  
towing by most work trucks and SUVs;  
no trailer brakes required

SAFE
• Recessed external E-Stop is easy to locate  

and access in emergency situations

• Interior cabinet and control panel  
lighting for enhanced visibility

• Access doors with auto shutdown separates main 
breaker access from load cables; automatically shuts 
down unit if lug door is open

• Standard battery disconnect switch ensures all  
power is cut off during maintenance and storage

• Controller located on rear of unit away from power wires 
and service points and lockable for security and safety

• Fuel access is lockable and located away from power 
distribution

• LED Trailer Lights

EASY TO USE & MAINTAIN
• Easy-to-use controller provides full  

programmability and status screens

• Large access doors allow for maximum entry to  
service components and includes slam latches

• No DEF and no DPF required

• Long, 28-hour runtime requires  
less fill-ups for more uptime

• Rugged, steel body design

MDG25 
MOBILE DIESEL 
GENERATOR
The MDG25 mobile diesel generator from Generac Mobile 
provides three-phase 25kVA prime power in a compact cabinet. 
The new cabinet design enables maximum space savings 
and transport efficiency while making the generator easy to 
maneuver and tow. The Final Tier 4 Isuzu engine is reliable 
and easy to maintain, no diesel exhaust fluid (DEF) or diesel 
particulate filter (DPF) required. Designed with operator safety  
in mind, the MDG25 is loaded with features to enhance  
safety and security on the job.

APPLICATIONS
•   Oil & Gas
•   Mining
•   Construction
•   Events
•   Rental
•   Roadwork

LOCKABLE FUEL ACCESS

EASY SERVICE ACCESS

RUGGED, STEEL ENCLOSURE

OPTIONAL SPARE TIRE

OPTIONAL TOOL BOX

LOCKABLE CONTROLLER  
PANEL DOOR

LED TRAILER  
LIGHTING

OPTIONAL 110% 
CONTAINMENT

EXTERNAL
E-STOP CENTRAL LIFTING EYE



*Results may vary based on factors including age and maintenance of equipment, environmental conditions and fuel 
density. Consult the Owner’s Manual for fuel and maintenance recommendations. 

Specifications are subject to change without notice. Additional options available.
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SPECIFICATIONS - MDG25 MOBILE GENERATOR
Technical Data Skid Trailer

Runtime (Hrs) 28 28

Usable Fuel Capacity GAL (L) 56 (211) 56 (211)

L x W x H in (m) 76 x 36 x 54 (1.93 x 0.92 x 1.35) 139 x 52 x 65 (3.53 x 1.31 x 1.64)

Dry Weight lbs (kg) 2,010 (911) 2,450 (1,111)

Operating Weight lbs (kg) 2,247 (1,019) 2,771 (1,256)

Sound Rating dBA 67 67

Additional options available
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